
686

47 CFR Ch. I (10–1–98 Edition)§ 15.235

shall be performed using an appro-
priate input signal as prescribed in
§ 2.989 of this chapter.

(e) All emissions exceeding 20
microvolts/meter at 3 meters are to be
reported in the application for certifi-
cation.

(f) If the device provides for the con-
nection of external accessories, includ-
ing external electrical input signals,
the device must be tested with the ac-
cessories attached. The emission tests
shall be performed with the device and
accessories configured in a manner
which tends to produce the maximum
level of emissions within the range of
variations that can be expected under
normal operating conditions.

(g) The frequency tolerance of the
carrier signal shall be maintained
within ±0.01% of the operating fre-
quency. The tolerance shall be main-
tained for a temperature variation of
¥20 degrees C to +50 degrees C at nor-
mal supply voltage, and for variation
in the primary voltage from 85% to
115% of the rated supply voltage at a
temperature of 20 degrees C. For bat-
tery operated equipment, the equip-
ment tests shall be performed using a
new battery.

(h) For cordless telephones that do
not comply with § 15.214(d) of this part,
the box or other package in which the
individual cordless telephone is to be
marketed shall carry a statement in a
prominent location, visible to the
buyer before purchase, which reads as
follows:

NOTICE: The base units of some cordless
telephones may respond to other nearby
units or to radio noise resulting in telephone
calls being dialed through this unit without
your knowledge and possibly calls being
misbilled. In order to protect against such
occurrences, this cordless telephone is pro-
vided with the following features: (to be
completed by the responsible party).

An application for certification of a
cordless telephone shall specify the
complete text of the statement that
will be carried on the package and indi-
cate where, specifically, it will be lo-
cated on the carton.

[54 FR 17714, Apr. 25, 1989; 54 FR 32340, Aug.
7, 1989, as amended at 56 FR 3785, Jan. 31,
1991; 56 FR 5659, Feb. 12, 1991; 60 FR 21985,
May 4, 1995]

§ 15.235 Operation within the band
49.82–49.90 MHz.

(a) The field strength of any emission
within this band shall not exceed 10,000
microvolts/meter at 3 meters. The
emission limit in this paragraph is
based on measurement instrumenta-
tion employing an average detector.
The provisions in § 15.35 for limiting
peak emissions apply.

(b) The field strength of any emis-
sions appearing between the band edges
and up to 10 kHz above and below the
band edges shall be attenuated at least
26 dB below the level of the
unmodulated carrier or to the general
limits in § 15.209, whichever permits the
higher emission levels. The field
strength of any emissions removed by
more than 10 kHz from the band edges
shall not exceed the general radiated
emission limits in § 15.209. All signals
exceeding 20 microvolts/meter at 3 me-
ters shall be reported in the applica-
tion for certification.

(c) For a home-built intentional radi-
ator, as defined in § 15.23(a), operating
within the band 49.82–49.90 MHz, the
following standards may be employed:

(1) The RF carrier and modulation
products shall be maintained within
the band 49.82–49.90 MHz.

(2) The total input power to the de-
vice measured at the battery or the
power line terminals shall not exceed
100 milliwatts under any condition of
modulation.

(3) The antenna shall be a single ele-
ment, one meter or less in length, per-
manently mounted on the enclosure
containing the device.

(4) Emissions outside of this band
shall be attenuated at least 20 dB below
the level of the unmodulated carrier.

(5) The regulations contained in
§ 15.23 of this part apply to intentional
radiators constructed under the provi-
sions of this paragraph.

(d) Cordless telephones are not per-
mitted to operate under the provisions
of this section.

§ 15.237 Operation in the bands 72.0–
73.0 MHz, 74.6–74.8 MHz and 75.2–
76.0 MHz.

(a) The intentional radiator shall be
restricted to use as an auditory assist-
ance device.
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